
MECHANICS ELECTRONICS SOFTWARE SYSTEMS

Preferred use:
Engraving; dispensing;
measuring;
drilling; 3D-milling

Travel strokes:
X-axis: 330 mm
Y-axis: 440 mm
Z-axis: 160 mm

Feeding drives:
X-axis: Linear unit LF5; 4x Linear slide block LS2; Ball-screw; Servomotor 120W
Y-axis: 2x Linear guide LFS2; 2x bearing carriages ; Ball-screw ; Servomotor 120W
Z-axis: Linear unit LF6; 4x Linear slide block LS2; Ball-screw; Servomotor 120W 

Mechanics:
Protective cover with saftey circuit module; Main spindle with tool length control system

Electronics:
19"-Terminal "Pinguin" with 17"VGA monitor; Foil keybord; Inverter; Servo controller;
Pentium based control computer with Windows NT

Control Software:
Multiple axis CNC control via CAN bus ProNC programming software, isy-CAM

Dimensions:
Floor space (WxDxH) 780 x 1010 x 1750 mm (2300 mm with opened protective cover)

Recommended equipping:

Permissible height:
200 mm

Workbench:
T-Groove clamping
surface 375 x 900 mm
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isel CNC Machines

iselautomation KG
Bürgermeister-Ebert-Str. 40    D-36124 Eichenzell
Tel.: +49 (0) 66 59 981 - 0    Fax: +49 (0) 66 59 981 776

http://www.isel.com
e-mail:tech-sales@isel.com


