
Custom List
Parameter list iSA 1500
Model: Commander SK
Open Loop-Modus
Modbus address: 1

Function Code Function Name Default Pre Settings Units
00.01 Minimum frequency 0,0 0,0 Hz
00.02 Maximum frequency 50,0 336,0 Hz
00.03 Acceleration time 1 5,0 1,0 s/100 Hz
00.04 Deceleration time 1 10,0 1,0 s/100 Hz
00.05 Inverter configuration AI.AV AV.Pr
00.06 Rated motor current 12,60 7,00 A
00.07 Rated motor speed 1500 0 RPM
00.08 Rated motor voltage 230 220 V
00.10 Security code status L1 L3

4-.2000.16 Analog input mode (Terminal T2) VoLt
00.24 User-defined scaling 1,000 0,100
00.30 Ramp mode Std FASt
00.32 Dynamic V/F characteristic OFF On
00.34 Select mode terminal B7 dig th
00.37 Maximum switching frequency 3 12 kHz
00.39 Rated motor frequency 50,0 300,0 Hz
00.40 Motor poles Auto 2 pole
00.55 Last error shutdown no trip th
00.56 Error shutdown 1 no trip th
00.57 Error shutdown 2 no trip th
00.58 Error shutdown 3 no trip th
00.60 Status of the SyptLite program with PLC function 0 3

FFO00.61 Terminal B3: digital I/O invertTerminal B3: digital I/O invert On
00.62 Status relay invert OFF OFF
00.71 Configuration parameter 611 0,00 8,11 menu.param
00.72 Configuration parameter 62 0,00 8,17 menu.param
00.81 Selected frequency setpoint 0,0 1,3 Hz
00.84 Circuit voltage 0 307 V
00.90 Status word of the digital I/O 0 2

00,000.94 Level analog input 1 (Terminal T2) ,4 %
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