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The universal

- modular isel system

- universal application range

- easy handling

- ideal for laboratory, model making
and workshops
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The flat bed unit FB2 is very suitable for the entry into the CNC technology and is excellent in the fields
of model making and leisure work. The FB2 is also often used in industry for measuring and dispensing
technology, because it offers extensive expansion options. The unit also has access to the isel modular
system. Different sizes of travels from 530 x 500
mm to 1030 x 1250 mm and extensions such as
underframe and housing are available and can be
combined individually. * Milling motor iFM or UFM

- cooling spray device
cold air cooling Cool-Min
automatic tool length measurement

Options

Features . .
rotation units
long-life stepper motors in the 200W range - workpiece clamping systems
Double-track drive unit - extraction systems
clamping of the workpieces by means - LED engine room lighting
of a T-slot plate - RAL colour selection
available with and without protective cover . CAD/CAM software
variable portal passages according to the res- - passages 190 mm, 300 mm or 500 mm
pective customer application - powerful 4-axis control controller

underframe

H housing equipped with sliding/folding door
Technical data g equipp g g

with a Z passage of 190 mm

Clamping area A x B [mm] 850 x 750 1100 x 750 1350 x 750 1350 x 1000 1750 x 1250
Travel X XY [mm] 500 x 530 750 x 530 1000 x 530 850 x 780 1250 x 1030
Frame D x F [mm] 1210 x 946 1210 x 1196 1210 x 1446 1460 x 1446 1710 x 1846
Part No. 246203 M 246203 2040 M 246203 2054 M 246203 2067 M 246203 2130M

with a passage Z of 300 mm

Clamping area A X B [mm] 850 x 750 1100 x 750 1350 x 750 1350 x 1000 1750 x 1250
Travel X XY [mm] 500 x 530 750 x 530 1000 x 530 850 x 780 1250 x 1030
Frame D X F [mm] 1210 x 946 1210 x 1196 1210 x 1446 1460 x 1446 1710 x 1846
Part No. 246203 3027 M 2462033040 M 246203 3054 M 246203 3067 M 2462033130 M

with a passage Z of 500 mm

Clamping surface AxB [mm] 850 x 750 1100 x 750 1350 x 750 1350 x 1000 1750 x 1250
Travel XxY [mm] 500 x 530 750 x 530 1000 x 530 850 x 780 1250 x 1030
Frame DxF [mm] 1210 x 946 1210 x 1196 1210 x 1446 1460 x 1446 1710 X 1846
Part No. 246203 5027 M 246203 5040 M 246203 5054 M 246203 5067 M 246203 5130 M

All flat bed units are equipped with ball screws 16 x 4 mm as standard.

Chassis

suitable for variant 750 x 850 750 x 1100 750 x 1350 1000 x 1350 1250 x 1750
Part No. 248500 0027 248500 0040 248500 0054 248500 0067 248 500 0130
Enclosure

suitable for variant 750 x 850 750 x 1100 750 x 1350 1000 x 1350 1250 x 1750
Part No. 248200 0000 248200 2040 248200 2054 248200 2067 248200 2130
Accessories Z axis stroke of 75 mm Z axis stroke of 160 mm Cable carrier chain

Equipped with magnetic brake 24 V

Part No. 230514 M 230514 0400 M 219200 0001

Technical specifications subject to change. Katalog_Systeme
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Dispensing Typical materials

application

- foam and milled plastics
- wood

- plexiglass

- and many more

Application areas

- model and mold making

- orthopaedic technology

- measurement and testing procedures
- rapid prototyping

Flat bed unit with Z-axis, underframe and housing

Flat bed unit with
Z-axis and underframe

Flat bed unit with Z-axis
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