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Multiple connection
for high volume flow
and optimal vacuum distribution.
All vacuum clamping tables may
be strung together over an extended surface.
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The perforated grid plates for vacuum clamping have low In addition to our standard panels, we offer special customer
demands on the vacuum pump. The plates are almost warp- requests for special tasks as well, and this right up to a complete
free; for this reason, they are well suited for the engraving package.

and clamping of plate material.
Note: The holding force is proportional to the covered area, to

In contrast to other vacuum clamping variants, the material the coefficient of friction as well as to the differential pressure.
millings up to a certain proportion of the total surface A perforated rubber mat is included in the scope of delivery in
are not a problem and the components remain securely order to increase the coefficient of friction.

clamped. Material stops can be easily implemented by
means for dowel pins of 5 mm in the hole pattern holes.
The perforated rubber mats serve as wear material and may
be used several times.

Scope of delivery: connection adapter, wrench of 68 mm,
perforated rubber mat, cover rubber mat to cover the free holes,
and operating instructions

Order data Part No. Ez
Vacuum chuck VT 2115 DIN A5, clamping area 210 x 150 mm 216601 0017 §
VT 3021 DIN A4, clamping area 300 x 210 mm 216601 0018 g
VT 4230 DIN A3, clamping area 420 x 300 mm 216601 0019 %
VT 6042 DIN A2, clamping area 600 x 420 mm 216601 0020 'E':
Vacuum pump 220 m/h 216600 0015 §
Perforated rubber mat for vacuum clamping table A5 616601 2115 E
for vacuum clamping table A4 D = 1mm, PU = 1 piece 616601 3021 §
for vacuum clamping table A4 D = 3 mm, PU = 5 pieces 616601 3022 %
for vacuum clamping table 1200 x 900 mm 616601 3023 §
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